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the work practice standards for fugi-
tive pushing emissions in § 63.7291(a), 
you have demonstrated initial compli-
ance if you certify in your notification 
of compliance status that you will 
meet each of the work practice require-
ments beginning no later than the 
compliance date that is specified in 
§ 63.7283. 

(b) For each by-product coke oven 
battery with horizontal flues subject to 
the work practice standards for fugi-
tive pushing emissions in § 63.7292(a), 
you have demonstrated initial compli-
ance if you have met the requirements 
of paragraphs (b)(1) and (2) of this sec-
tion: 

(1) You have prepared and submitted 
a written plan and supporting docu-
mentation establishing appropriate 
minimum flue temperatures for dif-
ferent coking times and the lowest ac-
ceptable temperature to the Adminis-
trator (or delegated authority) for re-
view and approval; and 

(2) You certify in your notification of 
compliance status that you will meet 
each of the work practice requirements 
beginning no later than the compliance 
date that is specified in § 63.7283. 

(c) For each non-recovery coke oven 
battery subject to the work practice 
standards for fugitive pushing emis-
sions in § 63.7293(a), you have dem-
onstrated initial compliance if you cer-
tify in your notification of compliance 
status that you will meet each of the 
work practice requirements beginning 
no later than the compliance date that 
is specified in § 63.7283. 

(d) For each by-product coke oven 
battery subject to the work practice 
standards for soaking in § 63.7294, you 
have demonstrated initial compliance 
if you have met the requirements of 
paragraphs (d)(1) and (2) of this section: 

(1) You have prepared and submitted 
a written work practice plan in accord-
ance with § 63.7294(a); and 

(2) You certify in your notification of 
compliance status that you will meet 
each of the work practice requirements 
beginning no later than the compliance 
date that is specified in § 63.7283. 

(e) For each coke oven battery, you 
have demonstrated initial compliance 
with the work practice standards for 
quenching in § 63.7295(b) if you certify 
in your notification of compliance sta-

tus that you have met the require-
ments of paragraphs (e)(1) and (2) of 
this section: 

(1) You have installed the required 
equipment in each quench tower; and 

(2) You will meet each of the work 
practice requirements beginning no 
later than the compliance date that is 
specified in § 63.7283. 

(f) For each work practice standard 
that applies to you, you must submit a 
notification of compliance status ac-
cording to the requirements in 
§ 63.7340(e)(1). 

§ 63.7328 How do I demonstrate initial 
compliance with the operation and 
maintenance requirements that 
apply to me? 

You have demonstrated initial com-
pliance if you certify in your notifica-
tion of compliance status that you 
have met the requirements of para-
graphs (a) through (d) of this section: 

(a) You have prepared the operation 
and maintenance plans according to 
the requirements in § 63.7300(b) and (c); 

(b) You will operate each by-product 
coke oven battery and each capture 
system and control device applied to 
pushing emissions from a coke oven 
battery according to the procedures in 
the plans beginning no later than the 
compliance date that is specified in 
§ 63.7283; 

(c) You have prepared a site-specific 
monitoring plan according to the re-
quirements in § 63.7331(b); and 

(d) You submit a notification of com-
pliance status according to the require-
ments in § 63.7340(e). 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.7330 What are my monitoring re-
quirements? 

(a) For each baghouse applied to 
pushing emissions from a coke oven 
battery, you must at all times monitor 
the relative change in particulate mat-
ter loadings using a bag leak detection 
system according to the requirements 
in § 63.7331(a) and conduct inspections 
at their specified frequency according 
to the requirements in paragraphs 
(a)(1) through (8) of this section. 

(1) Monitor the pressure drop across 
each baghouse cell each day to ensure 
pressure drop is within the normal op-
erating range identified in the manual; 
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